
 

Chela Ltd. 68 Bilton Way, Enfield EN3 6EJ 
T: 020 8805 2150 
F: 020 8443 1868 
E: sales@chela.co.uk 

 

www.chela.co.uk 

Eurowash® Super Sheen 
Code 1122 

Streak-free rolling stock detergent that leaves a shine 
Alkaline cleaner for rail and underground rolling stock. New technology 
has been used to create a high performance, mildly alkaline cleaner that 
imparts a sheen to paint and glass that both reduces spotting and helps 
to prevent re-soiling.  It can be used both in automatic brush washes 
and manually.  Removes traffic film, brake dust, dirt, grease and other 
similar soil from the body work of rail carriages and traction units. 
  
• Leaves paint and glass gleam 
• Rinse water sheets – no streaks 
• Spotting reduced 
• Surfaces stay clean longer 
• Helps prevent re-soiling 
• No cationic surfactant 
• Economical in use 
• Works in hard or soft water 
• High dilution 
• Exceptional resistance to corrosion  
 
Specification 
  
Appearance:    Clear mobile liquid 
Colour:    Straw 
Odour:    Eucalyptus 
S.G.:     1.03 
pH neat   9.5 to 10.5 
pH: 1% dilution  9.5 
 
Dilution 
For light soiling, 0.5% v/v (1:200). 
For normal soiling 1%v/v (1:100). 
For heavy soiling 2%v/v (1:50) 
Method 
Automatic Brush Wash: Ensure that the dosing pump has been calibrated for dilution at 
the appropriate rate and that the equipment in good order. Carry out cleaning as specified 
by the brush wash manufacturer.  
Pressure Washer: Using a low pressure, apply at the appropriate dilution. Start from the 
lower sections of the carriage and work up towards the roof. If necessary, agitate the 
surface with a soft brush to loosen tenacious soiling matter. Rinse off using a high 
pressure working down from the roof. 
Manually 
Dilute to the appropriate level.  Apply the diluted product with a soft brush, start from the 
lower sections of the carriage and work up towards the roof.  Let the solution dwell for a 
few minutes then agitate the surface; work systematically from the lower sections up 
towards the roof. Rinse off with clean water, working from the roof down towards the lower 
sections. 
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We provide information and advice on application technologies and relevant regulations 
based upon our current knowledge and opinion. We make no representation or warranty of 
any kind, express or implied, including merchantability or fitness for a particular use, with 
respect to such information or its application. The customer must independently determine 
the suitability of our products for the customer’s intended product, use or process. The 
customer is responsible for observing all laws and regulations relevant to such products, 
uses or processes. 
 


